Draeger Alcotest 6510 Alcometer.
As supplied by Dtec International Ltd
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Simple operating instructions. See Manufacturers manual for full instructions.


Press green OK button for 1 second to switch on. Display shows “WAIT” for 5 seconds and then “READY” with the test number.





Passive test without mouth piece for bulk screening.


Hold 6510 displaying READY close to employees mouth then while they speak at the 6510, you press OK and “WAIT ANALYSING” for “NO ALCOHOL” or “ALCOHOL”. To reset press OK, WAIT and READY.





Full test with device in 6 mth calibration and employee had nothing in mouth for 10 mins.


Ask the employee to select a new mouth piece and pass it too you. You then tear open packet at the perforations and holding the fat end in that half of the packet, place onto the 6510 and using the ridges on the top edge, press down firmly until it clicks. Tell the employee, “take deep breath and seal your lips around the fat end of the tube and blow strongly. You will hear a beep and stop when it finishes.” 


Have the 6510 at the “READY” stage, then commence with the employee sealing their lips on the tube and blowing. It will start automatically, and display “BLOW” until it stops bleeping, then “WAIT” whilst processing (higher alcohol levels take longer) then the display gives the result in the pre set units.





“0 µg/100 mL”   (UK drink drive level is 35 microgram of alcohol per 100milliLitres Breath).


“0 mg/100 mL”	(UK drink drive level is 80 milligram of alcohol per 100 milliLitres Blood)


Record result and remove the tube and discard in the waste bin. To clear, press OK and display shows “WAIT” until “READY” for the next reading.





Repeat test for disciplinary action.


If the reading is above company threshold, wait at least 20 minutes and supervise no eating, smoking or drinking before starting again with a new mouth piece at the Full test point above. The second reading should be recorded and counts for disciplinary records.





To turn off press OK button for 3 seconds. The 6510 will auto shut off after 2 minutes.   
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